
	

Clifton Cameras Product Specification 
Nikon D3500 DSLR Camera Full Spec 

	
Effective pixels Approx. 24.2 million 

Image-processing engine EXPEED 4 

Guide mode Yes 

Viewfinder Optical  

LCD monitor 7.5-cm/3-in., 4:3 VGA, approx. 921k-dot 

Built-in flash (GN) Approx. 7 (Approx. 8 with manual flash) （ISO 
100, m) 

Max. continuous shooting frame rate Approx. 5 fps 

ISO sensitivity Stills ISO 100-25600 

Movies ISO 100-25600 

 AF Viewfinder 
Shooting 

Phase-detection AF: 11 focus points (with one 
cross-type sensor) 
Detection range: -1 to +19EV (ISO 100, at 
normal temperature) 

Live view 
shooting 

Contrast-detect AF 

Exposure metering 420-pixel 

Built-in flash Approx. 7 (Approx. 8 with manual flash) （ISO 
100, m) 

Movie frame size (pixels) Full HD (1920×1080)  

Special Effects Still image/Video effects applicable before 
shooting 

Max. frame rate 60p 

Shutter durability 100,000 times 

Communication functions Built-in Bluetooth (Wi-Fi not supported) 

No. of shots per charge 
(battery life) 

Viewfinder shooting:  
Approx. 1550* 

Dimensions (W × D × H) Approx. 124×97×69.5 mm 

Weight Approx. 365 g 

Supplied accessories EN-EL14a Rechargeable Li-ion  Battery 
MH-24 Battery Charger 
AN-DC3 Camera Strap 
BF-1B Body Cap 
DK-25 Rubber Eyecup 

 


