
	

Clifton Cameras Product Specification 
Tamron SP 35mm f1.4 Di USD Lens Full Spec 

	
Model : F045 
Focal Length : 35mm 
Maximum Aperture : F/1.4 
Angle of View (diagonal) : 63°26' (for full-frame DSLR cameras) 
Optical Construction : 14 elements in 10 groups 
Minimum Object Distance : 0.3m (11.8 in) 
Maximum Magnification Ratio : 1:5  
Filter Size : φ72mm 
Maximum Diameter : φ80.9mm  
Length* : for Canon 104.8mm (4.1 in)  

: for Nikon 102.3mm (4 in) 
Weight : for Canon 815g (28.7 oz)  

: for Nikon 805g (28.4oz) 
Aperture Blades : 9 (circular diaphragm)** 
Minimum Aperture : F/16 
Standard Accessories : Flower-shaped hood, Lens caps, Lens pouch 
Compatible Mounts : Canon EF mount, Nikon F mount 
 
Specifications, appearance, functionality, etc. are subject to change without prior notice. 
 
* Length is the distance from the front tip of the lens to the lens mount face. 
** The circular diaphragm stays almost perfectly circular up to two stops down from maximum aperture. 
 
All DSLR camera functions are possible when the Model F045 is attached to a mirrorless camera via the 
manufacture’s adapter. 
Please visit our support website for details: https://www.tamron.jp/en/support/ 

 


