
TECHNICAL 
SPECIFICATIONS

RF-S 55-210mm F5-7.1 IS STM

OPTICAL FEATURES / 
SPECIFICATIONS
Image Size APS-C
35mm Film Equivalent Focal 
Length (mm)

88-336mm

Angle of View
(Horzntl, Vertl, Diagnl)

23° 20'- 6° 10', 
15° 40'  - 4° 5' , 
27° 50'- 7° 25'

Lens Construction 
(Elements/Groups)

11 / 8

Special Optics 2x UD, 1 x PMo Aspherical
Number of Diaphragm Blades 7
Minimum Aperture 22 at 55mm / 32 at 210mm
Closest Focusing Distance 
(m)

0.73 (at 210mm) 
1.0 (at 55mm)

Maximum Magnification (x) 0.28 (at 210mm)
0.05 (at 55mm)

Control Ring Combined control / focus
Image Stabilizer OIS1 4.5
Image Stabilizer IBIS x OIS2 7
AF Actuator STM
Coatings Super Spectra
Fluorine No

ACCESSORIES
Lens Cap E-55
Lens Hood ET-60B
Lens Case/Pouch LP1016
Rear End Cap Lens Dust Cap RF

PHYSICAL SPECIFICATIONS -
Filter Diameter (mm) 55
Max. Diameter x Length 
(mm)3

69 x 135

Weight (g) 270

Footnotes/Disclaimers
1 Tested under CIPA standards

2 Tested under CIPA standards

(in the yaw/pitch directions at a focal length of 50 mm using an EOS R5)
3 Lens dimensions when in retracted state

Canon Inc.
canon.com

Canon Europe
canon-europe.com

English edition
Canon Europa NV 2023

Canon Ireland
3006 Lake Drive

Citywest, Saggart
Co. Dublin, Ireland

Telephone No: 01 2052400
Facsimile No: 01 2052525

canon.ie

Canon (UK) Ltd
The Bower

4 Roundwood Avenue
Stockley Park

Uxbridge
UB11 1AF


