
	

Clifton	Cameras	Product	Specification	
RICOH	WG-6	Digital	Camera	

	
Lens RICOH, 11 elements in 9 groups 
Focal length (in 35mm format) Approx. 28 – 140mm 
Max Aperture F3.5 – F5.5 
Optical Zoom 5X 
Digital Zoom Approx. 8.1x 
Focus 9-point AF, Spot AF, Auto tracking AF 
Number of Effective Pixels Approx. 20 megapixels 
Image Sensor 1/2.3” CMOS 
Recorded Pixels Still Size: L(20M), M(10M), S(5M), XS(3M), 2M, 

1M, VGA 
Recorded Pixels Movie 4K, 1080, 720 
Display 3.0” Wide LCD, approx. 1040k dots, AR 

Coating(cover) 
Face Detection Face Detection AF&AE is available for all 

modes up to 30 faces. Smile Capture,  Self-
portrait Assist, Self-portrait Assist + Smile 
Capture, Blink Detection 

Shutter Speed 1/4000 – 1/4sec. 
Drive Modes One Shot, Self-timer, Continuous Shooting, 

Burst Shooting, M Continuous, S Continuous, 
Remote Control, Auto Bracketing 

Storage Media Built-in Memory (approx. 27MB), 
SD/SDHC/SDXC Memory Card 
FlashAir Card 

 
Battery life Approx. 340 shots 
Interfaces USB3.0(Type-C), HMDI output terminal(Type 

D) 
Included Accessories Rechargeable Battery DB-110, USB Power 

Adapter, Power Plug, USB Cable, Hand 
Strap, Macro Stand 

 

 


